 (
46
)
     
Standalone 4CH DVR
User’s Manual



V.1.3			
























































     
Standalone 4CH DVR
User’s Manual












Contents

1.	Product introduction	4
1.1.	System specification	4
2.	Product operation	5
2.1.	Various split screen	5
2.2.	1channel audio recording and playback	5
2.3.	USB backup	5
2.4.	Firmware upgrade via USB memory stick	5
2.5.	Network client viewer with various features	5
3.	DVR installation	6
3.1.	Package contents	6
3.2.	Installation procedure	6
3.3.	System beginning	6
4.	Product’s name and functions	7
4.1.	Front panel and the buttons	7
4.2.	Rear panel connection part	9
4.3.	Remote controller	10
5.	Display mode	11
5.1.	QUAD mode	11
5.2.	PIP mode	11
5.3.	FULL screen mode	12
5.4.	AUTO rotation mode	12
5.5.	TRIPLEX mode	12
6.	DVR function explanation	13
6.1.	Recording	13
6.2.	Playing back	13
6.3.	Searching	14
6.4.	Zooming	16
6.5.	FREEZE	16
6.6.	USB backup	17
6.7.	System information	17




7.	Menu	18
7.1.	Setup menu	18
7.2.	System menu 	19
7.3.	Display setup menu 	23
7.4.	Record menu 	25
7.5.	Network menu 	26
7.6.	Alarm/motion menu 	27
7.7.	Schedule record menu 	28
7.8.	USB backup menu 	28
7.9.	PAN/TILT setup 	29
8.	Network client software	30
8.1.	WEB VIEWER and DVR VIEWER: Live screen remote monitoring	32
8.2.	DVR HDD PLAYER: HDD scan playback	35
8.3.	DVR USB PLAYER: USB backup playback	37
8.4.	DVR REMOTE SEARCH: Remote search	39
9.	Internet Router Setting	42
9.1.	Virtual server (port forwarding) setting	42
App. A. Trouble-shooting	43
App. B. Product specification	44


Prior to operating the system

This manual is an explanation on low cost 4channel DVR. If you are not familiar with DVR or this is the first time to use DVR itself, please contact professional technicians for installation and operation.





Be careful of the followings!

Do not install the system where vibration and/or shock can be made. It can cause trouble.
Turn the system off when you do cleaning and make sure to use dry towel.
Do not expose the system to water or moisture.
Install the system on even place where is not sealed and maintain proper temperature.
Avoid the place where temperature fluctuation - causes a break-down or an electric shock - is too much. And avoid the place with much moisture.
Do not get on the system or do not put heavy things on the system.
When you smell something burning from the system or see smog, turn the system off and contact the supplier.












 (
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[bookmark: _Toc169003447][bookmark: _Toc174432540]System specification

	Storage
	Up to 750GB EIDE HDD
(24 Bit, 48 Bit) 
HDD x 1ea (MASTER) 

	Video compression 
	M-JPEG(Motion JPEG) 

	Video input 
	4 (NTSC/PAL) channels 

	Recording resolution
	704 x 240(288), 352 x 240(288)

	Recording speed 
	120ips@CIF – NTSC, 100ips@CIF – PAL
60ips@Half D1 – NTSC, 50ips@Half D1 – PAL
(CIF: 352 x 240(288), Half D1: 704 x 240(288))

	Recording mode 
	Manual recording 
Event recording 
   - Motion, alarm
Remote recording through network

	Playback mode 
	FF: 2X ~ 32X,  REW: 2X~16X, 

	Live display 
	120ips @ NTSC, 100ips @ PAL

	Display mode
	QUAD, Full screen, PIP, Automated rotation   

	Full Triplex
	Recording, playing back, network or backup  

	Motion detection 
	5 levels sensitivity, 16 x 12 motion grid area setting 

	Audio 
	Input 1 port 
Output 1 port 










[bookmark: _Toc169003448][bookmark: _Toc174432541]Product operation

[bookmark: _Toc169003451][bookmark: _Toc174432542]Various split screen 
 	  It processes 4channel video input at real-time, and provides various split screen (QUAD, FULL, PIP, AUTO, FREEZE).

[bookmark: _Toc169003452][bookmark: _Toc174432543]1channel audio recording and playback
It records 1channel audio input together with video data and saves it on HDD, and you can playback the audio with the video data.

[bookmark: _Toc169003453][bookmark: _Toc174432544]USB backup 
  It supports USB thumb drive backup and up to USB 2.0.  Motion picture backup is the feature to save proper parts in motion pictures. Besides, this backup data can be played back on PC where “Client viewer” is installed.

[bookmark: _Toc168552646][bookmark: _Toc168830883][bookmark: _Toc169003385][bookmark: _Toc169003449][bookmark: _Toc169430672][bookmark: _Toc169518445][bookmark: _Toc169578005][bookmark: _Toc169603186][bookmark: _Toc169609628][bookmark: _Toc169003454][bookmark: _Toc174432545]Firmware upgrade via USB memory stick 
If you want to upgrade the system via USB memory stick, please change the file’s name to ‘update.bin’ to save it in a USB memory stick. And put the stick in the DVR’s USB port inside the front flip. And go to ‘USB SETUP MENU’ and select ‘FIRMWARE UPDATE’ and then it is automatically processed. After completing the procedure (takes 4 ~ 5 minutes), reboot the system.

[bookmark: _Toc174432546][bookmark: _Toc169003455]Network client viewer with various features 
Various display mode(1channel/4 split)
You can save the current screen that is being monitored at the Viewer in PC.
You can convert the saved streaming data on your PC and live video data into AVI file to save.
You can search the recorded date on the DVR remotely..
You can also view the images through Internet Explorer..




[bookmark: _Toc174432547]DVR installation

[bookmark: _Toc174432548]Package contents
 (
The DVR system
)










 (
②
 
Viewer CD
) (
③
 User
’
s manual
) (
④
 
Power adapter
) (
⑤
 
Power plug
)
 (
⑥
 
Remote controller
) (
⑦
 
HDD 
screws
 
and 
batteries
, AAA       
)

[bookmark: _Toc174432549]Installation procedure
Open the package and check the items and take the DVR out.
Connect the camera cables to the ports on the rear panel.
Connect the monitor cable to the output port on the rear panel.
Connect other devices such as networking, pan/tilt, audio and others.
Connect the supplied DC 12V power adapter. 
Power is automatically supplied, and DVR system gets initialized, and it converts to monitoring mode in a few seconds.

[bookmark: _Toc174432550]System beginning
Images are displayed and the system gets initialized. During this process, graph is displayed.
During initializing, DVR machine checks system, gets defaulted, and checks HDD etc.
Initializing goes on for approximately 10 seconds.
You can change the settings through SETUP screen if you want even during system operation and recording.


[bookmark: _Toc169681303][bookmark: _Toc174432551]Product’s name and functions
 (
①
②
③
④
⑤
⑥
⑧
) (
⑦
)
[bookmark: _Toc169003456][bookmark: _Toc174432552]Front panel and the buttons





	NO
	Items
	Descriptions

	1
	Status LED
	- POWER: DVR is on, and then it is lit.
- PLAY: It is lit when the data is being read on HDD.
- REC(Recording): It is lit when data is being recorded. In case of no recording, it gets off.


	2

	REMOTE
	Signal-receiving part

	3
	REC(Recording)
	At live monitoring mode, when you press REC button, each channel shows red icon and the images are getting recorded. If you press one more time, recording is stopped.


	4
	CH1/QUAD,
CH2/AUTO,
CH3/PIP/REW,
CH4/TRI/FF
(arrows)

	In case of live monitoring mode
- Short push: It shows the proper channel’s image in a full screen.
- Long push (more than 3 seconds): 
QUAD: It shows 4 channels’ images in a screen.
AUTO: It rotates 4channels’ images by channel to show them on a full screen.
 PIP: It shows a couple of small sub-screens on a main screen at the same time.
TRI: It shows live images and playback images on a screen at the same time.

In case of menu setting mode (arrows activated)
- Short push: up, down and modification at the current menu 
- Long push (more than 3 seconds): continuous up and down at the current menu 

In case of playback mode 
- Short push: 
QUAD: It shows 4channels’ images on one screen at the same time.
TRI: It shows live images and playback images on a screen at the same time. 
REW: RW(Rewind)
FF: FF(Fast Forward)
** When AUTO buttons is pressed, Triplex mode runs. 
- Long push (more than 3 seconds): It shows the proper channel’s images on a full screen.

In booting (in the first power on, in rebooting after USB updates)
CH3: Press this button until you hear buzzer sound (about 3 secs), and then it boots to NTSC video format.
CH4: Press this button until you hear buzzer sound (about 3 secs), and then it boots to PAL video format.


	5
	PLAY/PAUSE,
SEARCH/ENTER
	- Short push: It is used to play back the recorded data under monitoring and playback mode. One more time of push during playback makes the screen to pause. 
- Long push (more than 3 seconds): Search function under monitoring and playback mode.
RECORD START-STOP search: List search of recording start and recording stop that users operated manually.
EVENT search: List search of motion and alarm recording
TIME search: Search function that users can input desired time to view
- It works as ‘ENTER’ as well under menu setting.


	6
	INFO/STOP,
MENU/EXIT
	- Short push: It shows system information in use. 
- It is to get out of playback mode and then convert to monitoring mode.
- Long push (more than 3 seconds): It is to get in main menu.
- VGA resolution change (In booting (in the first power on, in rebooting after USB updates)
In booting, press this button for app. 3 seconds until buzzer beeps, then resolution can be changed (1280*1024/1024*768, default 1280*1024). 


	7
	Front flip

	- Inside is USB port and you can open this by using a groove at top right. 

	8
	USB port
	- You can see this if you open the front flip. This is a port for USB memory stick. 







[bookmark: _Toc169003457][bookmark: _Toc174432553]Rear panel connection part


 (
①
) (
④
) (
③
) (
②
) (
⑤
) (
⑦
) (
⑥
)



	No
	Items
	Descriptions

	1
	Video input
(1~4channel)
	It supports 4 video inputs. Each of the input is independently available for black and white or color composite video input.


	2
	Monitor output
	It shows each channel’s input image on monitor.


	3
	Audio in / out
	Live or recorded audio is available. For audio output, the speaker with amplifier or volume controller is required. (Line level audio in/out using RCA mono type connector is supported.)


	4
	VGA (optional)
	You can view images on PC monitor or TV with VGA function (1280*1024, 1024*768 resolution supported). 


	5
	Ethernet
	It supports 10/100Mbps Ethernet of RJ-45 network port.


	6
	Alarm / Pan/Tilt 

	Alarm input (1,2,3,4,GND)
- It supports 4 alarm inputs.  The equipment with ON/OFF switch or with TTL open collector such as door contact can be used. User can operate this manually.
Alarm output (NC,COM,NO)
- It supports 1 external output and 1 internal buzzer. Alarm status can be monitored by using alarm output or buzzer such as flash light and bell etc. And if alarm goes off, you can reset it by pressing ‘ENTER’ on the front panel. The limit of volt is +5V.
- In case of alarm output (relay output), it runs as long as buzzer sound set time. 
PANTILT(+,-)
- It controls PAN/TILT cameras. Be careful of polarity of +, - to connect to RS-485. 


	7
	Power
	It supplies power by the power adapter supplied by the manufacturer. 





[bookmark: _Toc169003458][bookmark: _Toc174432554]Remote controller

 (
ⓟ
) (
ⓐ
 
REC: It starts recording and stops recording.
 
ⓑ
 LOCK: It is to lock the buttons on the front panel of DVR and the buttons of remote controller.
ⓒ
 
USB: It is for backup through 
USB memory stick.
ⓑ
 LOCK: It is to lock the buttons on the front
 panel of 
DVR
 and the buttons of remote controller.
ⓓ
 QUAD
:
 
It is to show 
4
 channel
’
s images on one screen at the same time.
ⓔ
 FULL
:
 
It is used to view each channel (CH1~CH4). 
Whenever you press it, each channel is shown by the order of 
CH1->CH2->CH3->CH4
.
ⓕ
 PIP
:
 
Many small sub-screens in a main screen can be shown at the same time.
ⓖ
 ZOOM
:
 
The current displayed screen is zoomed by 2x2. This function is used to see closely the small part of the images.
ⓗ
 FREEZE
:
 
It shows paused screen of the currently displayed screen.
ⓘ 
AUTO: It rotates 4 channels
’
 images by channels to show them on a full screen
.
ⓙ 
TRI: It shows live images and playback images on one screen at the same time.
ⓚ 
Arrows: It is for way of MENU move
.
) (
ⓛ
) (
ⓚ
) (
ⓞ
) (
ⓝ
) (
ⓜ
) (
ⓔ
) (
ⓕ
) (
ⓘ
) (
ⓖ
) (
ⓓ
) (
ⓑ
) (
ⓐ
) (
ⓒ
) (
ⓗ
) (
ⓙ
)

ⓛ ENTER/PB(PLAYBACK): It is used to play back the saved images on HDD during monitoring mode.
ⓜ SET: It is used for DVR’s various setting, e.g. main menu or upper menu.
ⓝ SEARCH: It is for searching function under monitoring and playback mode.
ⓞ PAN/TILT: It is used to control PAN/TILT cameras.
ⓟ INFO: It shows system information in use such as HDD model, size available or consumed and recording setting. This is only when PAN/TILT function is not in use.



[bookmark: _Toc169003459][bookmark: _Toc174432555]Display mode
This product provides various display modes, and they are independently executed regardless of any cases of screens or recording status. 

[bookmark: _Toc169518460][bookmark: _Toc169578020][bookmark: _Toc169518461][bookmark: _Toc169578021][bookmark: _Toc169518462][bookmark: _Toc169578022][bookmark: _Toc168830894][bookmark: _Toc169003396][bookmark: _Toc169003460][bookmark: _Toc169430683][bookmark: _Toc174432556]QUAD mode

 (
Cameras titles
) (
Current time
)



[bookmark: _Toc174432557]PIP mode

 (
PIP mode 2
) (
PIP mode 1
)
  

 (
Press 
PIP 
button, and then it works by the order of PIP mode 1->PIP mode 2
->PIP mode 3.
) (
PIP mode 3
)






[bookmark: _Toc169003465][bookmark: _Toc174432558]FULL screen mode

 (
If you press the full screen button for certain channel, then it will be displayed on a full screen.
)



[bookmark: _Toc169003466][bookmark: _Toc174432559]AUTO rotation mode
 (
If you press AUTO button, then the proper images are displayed fully on a screen by channels.
)


















[bookmark: _Toc169003467][bookmark: _Toc174432560]TRIPLEX mode
Playback mode images and monitoring mode images are displayed at the same time.

 (
Monitoring mode images
) (
Playback mode images
)



[bookmark: _Toc174432561]DVR function explanation

[bookmark: _Toc168830903][bookmark: _Toc169003405][bookmark: _Toc169003469][bookmark: _Toc169430692][bookmark: _Toc168830904][bookmark: _Toc169003406][bookmark: _Toc169003470][bookmark: _Toc169430693][bookmark: _Toc168830905][bookmark: _Toc169003407][bookmark: _Toc169003471][bookmark: _Toc169430694][bookmark: _Toc168830906][bookmark: _Toc169003408][bookmark: _Toc169003472][bookmark: _Toc169430695][bookmark: _Toc169003473][bookmark: _Toc174432562]Recording
 (
Recording kinds in case of event recording
 
: Motion
   
: Alarm
)
 (
It means 
“
recording
”
 now.
 
: 
In case of event happened, event kinds are displayed next to the channel titles.
)


Set time precisely, because time is recorded too in recording the images. 
Note. If you change time during running the DVR system, searching may not be done.

When is recording made?
When you press REC button, recording begins. When you press one more time, it stops.
When motion recording is set on and there is motion detected, motion icon is shown on the screen.
When alarm is triggered.



[bookmark: _Toc169430697][bookmark: _Toc169003474][bookmark: _Toc174432563]Playing back

 (
Camera number of PB: playback
    
    Recording and playback icons are displayed 
together
.
) (
It shows playback is in process
Fast forward / 
Rewind
It means there is no playback data
 any more.
)
 (
Recorded time shown
)



You can view FULL/QUAD/TRIPLEX mode during playback.


[bookmark: _Toc169681317][bookmark: _Toc169681318][bookmark: _Toc169003475][bookmark: _Toc174432564]Searching

Manual recording searching
The function to search manually recorded images. When you press ENTER, the following screen appears.

 (
Manually recorded list 
Currently selected list/List
’
s total cases
)



 (
The total time of manual recording
)

 (
Recording end time
(The time when users press REC button to stop recording)
) (
Recording start time
(The time when users press REC button to start recording)
)





Event recording search 
The function to search images by preset sequence due to external reasons of motion/alarm/schedule recording etc. If you press ‘ENTER’ button, you will see the screen as follows.

 (
Event recording list 
Currently selected list/List
’
s total cases
)



 (
The channels of event happened
)

 (
Event (motion/alarm/schedule)
start time
) (
Kinds of event
MOTION: motion event, ALARM: alarm event
SCHED: schedule recording event
)






Time / dates search
It is the function to search certain data among all the data. When you press ENTER, you will see the screen as follows.

       
 (
It shows starting and ending points of the actually recorded data on HDD.
) (
The place where you can set desired time. 
Insert the desired time using arrows and press ENTER to search.
Note
. 
You should insert time only between START and END for proper search.
)









[bookmark: _Toc169578032][bookmark: _Toc169578033][bookmark: _Toc169578034][bookmark: _Toc174432565]Zooming
 (
It means the current status is 
‘
zoom
’
.
)
        
 (
Zoom mode window. Move to the place for zooming by arrows and press ENTER. Then that place is zoomed in like the picture shown right.
)




[bookmark: _Toc169578036]


[bookmark: _Toc174432566]FREEZE
 (
It means the current status is 
‘
freeze
’
.
Press 
FREEZE
 button one more time, then it releases.
(Even though you make the screen frozen, recording is made without any trouble.)
 
)
        




[bookmark: _Toc169681322][bookmark: _Toc169681323][bookmark: _Toc169681324][bookmark: _Toc169681325][bookmark: _Toc169681326][bookmark: _Toc169681327][bookmark: _Toc169681328][bookmark: _Toc169681329][bookmark: _Toc169681330][bookmark: _Toc169681331][bookmark: _Toc174432567]USB backup
USB backup can be made only during playback. During playback, find the target images and press USB button or long press(3 sec) Search button at DVR Font. Then DVR saves that data on USB memory stick. You can press the button one more time to quit. During this process, USB icon is shown on the screen.

 (
It means currently motion image is being saved via USB port. (It will be shown in 2 seconds after pressing it.)
Note
. 
During backup process, if you pull the USB drive out, system error can be occurred
.
Note
. 
Backup will not run during network function.
)        



[bookmark: _Toc169003479][bookmark: _Toc174432568]System information

 (
DVR system
’
s basic information is displayed to understand the generals such as hard drive
’
s model, size, recording and playback point, recording/network setting, and software version etc.
)        


[bookmark: _Toc169578040][bookmark: _Toc174432569]Menu
It is menu to modify/save the set values of the current DVR system. You can control the set values for the system to be proper for users’ purpose by setting displayed message on screen and recording specifications.

[bookmark: _Toc168830915][bookmark: _Toc169003417][bookmark: _Toc169003481][bookmark: _Toc169430705][bookmark: _Toc174432570]Setup menu
If you press MENU/EXIT button under monitoring mode, you will see the screen as follows.



Menu to set DVR’s basic setting.
During recording, Time/Date set menu, HDD format menu, and Factory reset menu will not be activated.
Menu for display related setting
Menu for recording related setting
Menu for network related setting
Menu for motion/alarm related setting
Menu for schedule recording related setting
Menu for USB related information and program update
Menu for pan/tilt related setting
It shows selected menu’s name.





[bookmark: _Toc169681336][bookmark: _Toc169681337][bookmark: _Toc169681338][bookmark: _Toc169681339][bookmark: _Toc169681340][bookmark: _Toc169681341][bookmark: _Toc169681342][bookmark: _Toc169681343][bookmark: _Toc169681344][bookmark: _Toc169681345][bookmark: _Toc169681346][bookmark: _Toc169681347][bookmark: _Toc169430711][bookmark: _Toc174432571]System menu 
You set system’s basic set values. There is time/date setting, hard drive formatting, auto rotation setting, system initializing, buzzer setting, password setting, and language setting. When you select ‘SYSTEM SET’, the following system setting menu screen appears.

Time/date setting
On system setup, if you select ‘TIME/DATE SET’ menu, sub-menu appears. You can set the proper menu by arrow keys (left/right: move, up/down: edit).

 (
DATE/TIME/DAY 
: It sets the current date/time.
FORMAT 
: It selects the format of date/time display. 
‘
YYYY/MM/DD
’
 
‘
MM/DD/YYYY
’
 
‘
DD/MM/YYYY
’
, three types are supported (default value: MM/DD/YYYY).
DISPLAY
: It sets whether you use date/time display or not under monitoring and/or playback mode (default value: ON).
LOCATION
: It selects the position of date/time display, 
‘
TOP
’
 or 
‘
BOTTOM
’
 
(default value: BOTTOM)
)












Hard drive format
If you select ‘HDD FORMAT’ on system setup, sub-menu appears. 

 (
It erases all the recorded data on HDD.
 
If you 
insert
 password, it asks again before erasing (default password: 
0000
).
If you select 
‘
YES
’
, it erases all the data on HDD including manual recording / event recording list. Be 
careful
 of doing this!
)[image: ]
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System defaulted
If you select ‘FACTORY RESET’ on system setup, a window of YES/NO appears.

 (
It makes all the 
DVR
’
s 
set
 values defaulted like factory default values.
)[image: ]




Auto rotation setting
If you select ‘AUTO SEQUENCE SET’ on system setup, sub-menu appears.

 (
It sets time for each channel
’
s duration.
 
It modifies auto rotated channels and time by using arrow keys. It can set number, 01~99 sec. (up/down: move, left/right: edit) 
During auto mode, the proper channel is displayed for the set time on a full screen. After the set time, it moves to next channel.
 
 (NO, 01~99 sec)
)[image: ]
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Buzzer setting 

 (
 
It modifies values with left and right buttons.
(ON/OFF
 default: ON
)
  
)[image: ]



Password on/off setting 

 (
It modifies values with left / right buttons. 
(ON/OFF
 default: OFF
) 
If you set it 
‘
ON
’
, the DVR system asks for password, and only 
administrator
 can control the DVR system in case of circumstances setting.
)[image: ]



Language setting 

 (
It modifies values with left / right buttons. 
(ENGLISH/KOREAN
/ITALIAN/CHINESE
/JAPANESE/HUNGARIAN/YUGOSLAVIAN
/RUSSIAN/POLISH/SPANISH
)
)[image: ]



Password input setting 

 (
It modifies password values by arrow buttons, from 0000 to 9999. Default password
:
 0000
(Left/right: cipher move, up/down: edit)
)[image: ]




[bookmark: _Toc169681349][bookmark: _Toc169681350][bookmark: _Toc169681351][bookmark: _Toc169681352][bookmark: _Toc169681353][bookmark: _Toc169681354][bookmark: _Toc169681355][bookmark: _Toc169681356][bookmark: _Toc169681357][bookmark: _Toc169681358][bookmark: _Toc169681359][bookmark: _Toc169681360][bookmark: _Toc169681361][bookmark: _Toc169681362][bookmark: _Toc169681363][bookmark: _Toc169681364][bookmark: _Toc169681365][bookmark: _Toc174432572]Display setup menu 
It is the menu of basic circumstances setting of monitoring screen. There are menus of name setting, each channel’s brightness and contrast, boundary setting and background setting. Select ‘Display SETUP’ at main menu.

Channel name setup
It sets each channel’s title of monitoring. If you select ‘NAME SET’ under DISPLAY menu, the following sub-menu appears.

 (
Camera channel no
Camera titles before 
editing
Camera title under editing
It decides channel title display on or off.
If you press ENTER at a target channel, letter table as follows is displayed to set. You can select the letters using 
up/down/left/right buttons.
 
Up to 8 letters can be displayed. After completing setting, press ENTER to finalize setting.
)[image: ]
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Brightness/contrast setting 
It controls the brightness/contrast of each channel’s image of monitoring. If you select ‘BRIGHTNESS/CONTRAST’ under DISPLAY menu, you will see the following sub-menu.
 (
It sets brightness/
contrast
 channel by channel with arrow buttons. During this, the set value is applied to the screen right away, so users select the most proper value instantly. 
Each item has 11 levels of setting (up/down: channel and move to other item, left/right: edit) 
)
[image: ]
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 BOUNDARY / BACKGROUND setting.
When images and the menu to set each channel’s boundary in case of 4 split screen, PIP, and TRIPLEX are not input, this function sets the basic color displayed on screen. 

 (
BOUNDARY 
: It sets the boundary color with left and right buttons. You can select white
, 
gray, and black (default: white).
BACKGROUND 
: It selects back ground color with left and right buttons. You can select blue and black.
)[image: ]

 (
BOUNDARY
) (
B
ACKGROUND: It is displayed when there is no video signal. 
)[image: ]




[bookmark: _Toc169578045][bookmark: _Toc174432573]Record menu 
It is the menu to set recording for monitoring screen. It can record the data suitably for users’ demand by setting recording related items because DVR saves data on limited capacity of HDD. If you select ‘RECORD SET’ on main menu, the following recording setting menu appears. You can choose the items and modify the values with arrow keys (up/down: move, left/right: edit).
 (
OVERWRITE (ON/OFF)
: It decides HDD overwriting. If you select 
‘
YES
’
, the oldest data are deleted to record the latest data. If you select 
‘
NO
’
, recording stops when HDD is full of recorded data.
)
[image: ]

RECORD SPEED 
: It selects how many frames (images) are recorded in recording. As the images are more, the recorded data is close to real-time, but it consumes more HDD capacity. Normally 
‘5 Fld/1SEC’ is set for about one week (based on 80GB HDD.). 

	<HDD duration hours per setting>

	Based on  80GB HDD

	
	MAX IMAGE
SIZE
	60 FPS
	30 FPS
	12 FPS
	5 FPS

	VERY HIGH
	65536
	5.157926
	10.31585
	25.78963
	61.89511

	HIGH
	49152
	6.877235
	13.75447
	34.38617
	82.52681

	NORMAL
	32768
	10.31585
	20.6317
	51.57926
	123.7902

	LOW
	24576
	13.75447
	27.50894
	68.77235
	165.0536

	
	
	Unit: Hour





RECORD QUALITY (VERY HIGH/HIGH/NORMAL/LOW)
: It is an item to define recorded images’ quality. In case of ‘VERY HIGH’, image quality is the best, but it consumes HDD’s capacity the most. Normally ‘HIGH’ is set. For longer recording, ‘NORMAL’ or ‘LOW’ is set. 

RECORD SOURCE (704 * 240 / 352 * 240)
: It sets recorded images’ resolution. ‘Half D1’ and ‘CIF’, two kinds are supported. If you want to record by double times of ‘REC SPEED’ set value, set it as ‘CIF’. If you want to record as ‘REC SPEED’ set, then set it as ‘Half D1’. In other words, if you want to record 120(100) images per second, then set it as ‘CIF’.

AUDIO ENABLE 
	: It selects audio channel for recording. This DVR records 1 channel audio.



[bookmark: _Toc169578047][bookmark: _Toc174432574]Network menu 
This is the menu to set network circumstances. In order to control the various functions of the system through network and manage/monitor remotely, you need to set network circumstances first. Select ‘NETWORK” menu under main menu, and then you can choose items and modify values with arrow keys (up/down: move, left/right: edit).
 (
DHCP SET
: This DVR system supports 
DHCP
 and
 DDNS
.
  
In case of static IP, it needs to be set 
‘
DISABLE
’
. In case of DHCP, it needs to be set 
‘
Enable
’
.
 
In case of static IP, contact network manager to set the circumstances. In case of 
DHCHP/DDNS
, all the values are set automatically.
 
Besides, in case of 
DHC
P
 
set, it also supports DDNS for remote access so that you can always access the system automatically even though the IP address is changed.
)
[image: ]


 (
COMMAND
 / DATA PORT
: It sets 
DVR
’
s network 
communication’s
 ports.
 
This 
DVR
 system uses the ports of 
‘
5000
’
 and 
‘
5001
’
.
)






How to check & change MAC Address
Under ‘NETWORK SETUP’ menu, press REC button 4 times in a row, and then MAC address of the DVR system will be shown.



[bookmark: _Toc169681369][bookmark: _Toc169681370][bookmark: _Toc169681371][bookmark: _Toc169681372][bookmark: _Toc169681373][bookmark: _Toc169681374][bookmark: _Toc169681375][bookmark: _Toc169603220][bookmark: _Toc169603221][bookmark: _Toc169603222][bookmark: _Toc169603223][bookmark: _Toc169603224][bookmark: _Toc169603225][bookmark: _Toc169578049][bookmark: _Toc169578050][bookmark: _Toc174432575]Alarm/motion menu 
It is the menu to set sensor input, alarm output, and motion setting. This DVR system supports 4 channels of sensor input and 1 channel of alarm output (relay output). Besides, each of 4 channels can be set independently for motion recording. Select ‘SENSOR SETUP’ at main menu and you can choose items and modify values (up/down: move, left/right: edit).
 (
CHANNEL
 SELECT
: It selects a channel.
ALARM 
ENABLE
: It sets alarm input type 
(NO, NC, OFF)
.
MOTION
 ENABLE
 (ON/OFF)
: It sets motion detection.
)
[image: ]

MOTION LEVEL.(VERY LOW/LOW/NORMAL/HIGH/VERY HIGH)
	: It sets motion detection’s sensitivity. If you set it VERY HIGH, motion recording will be made even though there is very little motion.

COMPARE FRAMES (00~15)
	: This sets how many images are used for motion detection. Normally 2 frames are set.

EVENT RECORD TIME (OFF, 01~99 MIN, CONTINUE)
	: This is the function to record images in motion detection. It records images as set.

BUZZER SOUND (NO USE, 01~99 SEC)
	: In case of motion detected, alarming sound goes off. It sets buzzer sound duration time. If you set ‘NO USE’, the sound does not go off at all.

AREA SET
	: As motion detection area set, the following screen appears.

 (
The part filled with yellow color is 
the area where motion is going to be detected.
)[image: ] 


[bookmark: _Toc169681377][bookmark: _Toc169681378][bookmark: _Toc169578052][bookmark: _Toc169578053][bookmark: _Toc169578054][bookmark: _Toc174432576]Schedule record menu 
This DVR system supports schedule recording. It can select certain desired time to record for one week. Select ‘SCHEDULE SETUP’ at main menu.
 (
Select
 
days
 with up and down buttons and press ENTER to set. Set start and end time with up, down, left and right buttons. After done, press ENTER to move to other days.
Finally, if you want to use schedule record, you should set 
‘
SCHEDULE ENABLE
’
 on.
)




[bookmark: _Toc169681380][bookmark: _Toc174432577]USB backup menu 
You can save the playback file for backup and update the system through USB thumb drive. Select ‘BACKUP’ at main menu.

 (
USB TOTAL SIZE
: It shows USB memory
’
s total capacity that is stuck to the 
DVR 
system.
 
If the system does not recognize USB memory stick, it displays 
‘
NO DETECT
’
.
REMAINING
 SIZE
: It shows available capacity. If the system does not recognize USB memory stick, it displays 
‘
NO DETECT
’
.
)[image: ]


USB FIRMWARE UPDATE
: It is used to update the DVR’s system with the latest firmware. It is updated with Update.bin file. The system reboots automatically after update.



[bookmark: _Toc169578057][bookmark: _Toc174432578]PAN/TILT setup 
This is the menu to set PAN/TILT camera. This DVR supports one channel of PAN/TILT control. Select ‘PAN/TILT’ at main menu. 

 (
PAN/TILT cameras
’
 protocol
Note
. 
Recommendation
 
:
 PELCO-D, PELCO-P. 
Set ID at the camera
Set baud rate value at camera 
)[image: ]


[bookmark: _Toc169430720][bookmark: _Toc169430721][bookmark: _Toc169003494][bookmark: _Toc174432579]Network client software

This DVR’s client program consists of four kinds of software by function. You can view the images through web browser. Web viewer: 

Input http://www.dvr-cctv.net at the address bar.
Select “STANDALONE 4CH DVR” at top.
Note. When you can’t see web viewer screen, please refer to the next page about Active X errors.


Copy the contents provided in the CD on PC’s HDD space or execute the CD’s contents directly.

DvrViewer.exe: It is used to monitor the current images. 
DvrHddPlayer.exe: It is used to view the HDD recorded at DVR after connecting the HDD to your computer.
DvrUSBPlayer.exe: It is used to view USB backup data on PC.
DvrRemoteSearch.exe: It is used to search the recorded data on the DVR’s’ HDD at client PC.






[bookmark: _Toc168830929][bookmark: _Toc169003431][bookmark: _Toc169003495][bookmark: _Toc169430723][bookmark: _Toc169518487][bookmark: _Toc169578060][bookmark: _Toc169603231][bookmark: _Toc169609668][bookmark: _Toc169681384][bookmark: _Toc169695312][bookmark: _Toc169695426][bookmark: _Toc169956406][bookmark: _Toc169956639][bookmark: _Toc169518488][bookmark: _Toc169578061][bookmark: _Toc169603232][bookmark: _Toc169609669][bookmark: _Toc169681385][bookmark: _Toc169695313][bookmark: _Toc169695427][bookmark: _Toc169956407][bookmark: _Toc169956640][bookmark: _Toc169518489][bookmark: _Toc169578062][bookmark: _Toc169603233][bookmark: _Toc169609670][bookmark: _Toc169681386][bookmark: _Toc169695314][bookmark: _Toc169695428][bookmark: _Toc169956408][bookmark: _Toc169956641][bookmark: _Toc169518490][bookmark: _Toc169578063][bookmark: _Toc169603234][bookmark: _Toc169609671][bookmark: _Toc169681387][bookmark: _Toc169695315][bookmark: _Toc169695429][bookmark: _Toc169956409][bookmark: _Toc169956642][bookmark: _Toc169518491][bookmark: _Toc169578064][bookmark: _Toc169603235][bookmark: _Toc169609672][bookmark: _Toc169681388][bookmark: _Toc169695316][bookmark: _Toc169695430][bookmark: _Toc169956410][bookmark: _Toc169956643][bookmark: _Toc169518492][bookmark: _Toc169578065][bookmark: _Toc169603236][bookmark: _Toc169609673][bookmark: _Toc169681389][bookmark: _Toc169695317][bookmark: _Toc169695431][bookmark: _Toc169956411][bookmark: _Toc169956644][bookmark: _Toc169518493][bookmark: _Toc169578066][bookmark: _Toc169603237][bookmark: _Toc169609674][bookmark: _Toc169681390][bookmark: _Toc169695318][bookmark: _Toc169695432][bookmark: _Toc169956412][bookmark: _Toc169956645][bookmark: _Toc169518494][bookmark: _Toc169578067][bookmark: _Toc169603238][bookmark: _Toc169609675][bookmark: _Toc169681391][bookmark: _Toc169695319][bookmark: _Toc169695433][bookmark: _Toc169956413][bookmark: _Toc169956646][bookmark: _Toc174432580]WEB VIEWER and DVR VIEWER: Live screen remote monitoring
 (
①
)
 (
⑥
) (
⑧
) (
⑦
) (
⑤
) (
④
) (
③
) (
②
)


 It shows images’ channel title.

 It shows each channel’s monitoring mode images. If you double click certain channel, that channel will be shown in a full screen. One more double click makes it into 4 split screens.

          
 It shows the current time and operation status message.

 Pan/tilt control button: This function controls pan/tilt cameras remotely (up, down, left, right).



 Program termination button



 AVI file saving button: It saves the currently displayed screen at Viewer in AVI format. Instant saving is directed to ‘Local rec path’ of ⑦. You can redirect the path by clicking [image: 10.avr_backup2.JPG] icon.
[image: ]      [image: ]


 Option button


In case of network disconnected

	This is the button to set IP, video source, and saving path etc. If you click it, you will see the window as follows.	

 (
In case of 
static
 IP, input the IP directly. In case of DDNS, please see below. 
Input ports which are set at DVR network setting.
(default values 5000, 5001 used)
It sets the path to save M-JPEG stream or AVI file. 
)


      In case of dynamic IP (ADSL, VDSL etc), click DDNS setting icon.


         [image: ]  

When MAC address input-window appears, input MAC address that is shown on DVR rear side, and click ‘Try to connect’. And then you will see the process of finding IP at DDNS. When it’s done, you can see the DVR’s dynamic IP address.
In case of network connected 

 (
You can control remotely the setting menus such as 
DVR
’
s recording, motion/sensor, schedule recording, PTZ setting.
Note. 
After setting modification,
 
if you press 
OK
 button, the local DVR system gets rebooted and modified to the new setting values.
)[image: ]


 Access button


 (
 
The 
target
 DVR which is set at 
⑦
 above is shown, and input password that is set at the DVR to try access.
(
default password
: 0000)
)[image: ]



[bookmark: _Toc174432581]DVR HDD PLAYER: HDD scan playback
HDD scan function is to play back the HDD’s recorded data on the DVR after you connect the HDD to PC directly.
 (
①
)
 (
④
) (
③
) (
⑤
) (
⑥
) (
②
)[image: ]


    It shows images’ channels’ title.


 It shows each channel’s playback mode’s images. If you double click certain channel, that channel can be shown on a full screen. One more double click makes it 4 split screen.

          



 Program termination button





 AVI file saving button: It saves the currently displayed screen at Viewer in AVI format. Instant saving is directed to ‘Local rec path’ of ⑦. You can redirect the path by clicking [image: 10.avr_backup2.JPG] icon.
[image: ]      [image: ]

 HDD selection window

 PLAYER: 	
 (
Move to the front/ end
) (
Audio 
ON/OFF
) (
Pause
) (
Play
) (
Progress bar of data playback
)



         [image: ]

 (
Move of frame by frame
D
uring playback and pause
)







[bookmark: _Toc174432582]DVR USB PLAYER: USB backup playback
USB backup playback is a function to play back the backup data saved on USB memory stick on PC. Connect the recorded USB pen drive to PC and play back the recorded data.
 (
①
)
 (
⑤
) (
④
) (
③
) (
⑥
) (
②
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    It shows images’ channel title.


 It shows each channel’s playback mode’s images. If you double click certain channel, that channel can be shown on a full screen. One more double click makes it 4 split screen.

          



 Program termination button




[image: ]  
 Button for file open: It opens image data of backup data.


 (
Go to the path of the saved backup data and click the desired data to playback. 
Note. It can only play back the type of 
M-JPEG 
stream 
(*.dvr)
 data.
)[image: ]



 AVI file saving button: It saves the currently displayed screen at Viewer in AVI format. Instant saving is directed to ‘Local rec path’ of ⑦. You can redirect the path by clicking [image: 10.avr_backup2.JPG] icon.
[image: ]      [image: ]


 PLAYER: 
 (
Pause
) (
Play
) (
Move of frame by frame
D
uring playback and pause
) (
Move to the front/ end
) (
Progress bar of data playback
)


       [image: ]





[bookmark: _Toc173754571][bookmark: _Toc174432583]DVR REMOTE SEARCH: Remote search 
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③
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②
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    It shows images’ channel title.


It shows each channel’s monitoring mode images. If you double click certain channel, that channel will be shown in a full screen. One more double click makes it into 4 split screens.

          


 It shows the current time and operation status message.


 Program termination button





 AVI file saving button: It saves the currently displayed screen at Viewer in AVI format. Instant saving is directed to ‘Local rec path’ of ⑦. You can redirect the path by clicking [image: 10.avr_backup2.JPG] icon.
[image: ]      [image: ]


 Environment setting button

	This is the button to set IP, video source, and saving path etc. If you click it, you will see the window as follows.	

 (
Network setting
In case of 
static
 IP, input the IP directly. In case of DDNS, please see below. 
Input ports which are set at DVR network setting.
(default values 5000, 5001 used)
It sets the path to save M-JPEG stream or AVI file. 
)


      In case of dynamic IP (ADSL, VDSL etc), click DDNS setting icon.


         [image: ]  

When MAC address input-window appears, input MAC address that is shown on DVR rear side, and click ‘Try to connect’. And then you will see the process of finding IP at DDNS. When it’s done, you can see the DVR’s dynamic IP address.



 
 Access button


 (
 
The 
target
 DVR which is set at 
⑦
 above is shown, and input password that is set at the DVR to try access.
(
default password
: 0000)
)[image: ]

Note. Concurrent access with Network Viewer is not supported.


[image: ]
 Search button: This is used to bring the list of manual and event(motion, alarm, schedule) recording from the DVR. 


Note. Data search can be done with the network connected 
(process ③ “connected to xxx.xxx.xxx.xxx” message check)

 (
If you select the wanted list to play back, you will see the list shown on the left picture.
Double-click one of the data on the list, then the proper data is played..
)[image: ]
<Manual recording list>
[image: ]
<Event recording list>


 Playback control button: These buttons are to control the selected data’s playback speed.
[image: ]



 (
REW
) (
PLAY
재생
)
 (
PAUSE
) (
FF
)


Note. You can’t use RemoteSearch’s playback at the same time as the local DVR’s playback.



[bookmark: _Toc169003504][bookmark: _Toc174432584]Internet Router Setting

[bookmark: _Toc169003505][bookmark: _Toc174432585]Virtual server (port forwarding) setting
How to set is various from model to model. This guide is for ipTIME G104 of EFM networks.

[image: ]

You need to set the DVR’s port #5000~5001. 







[bookmark: _Toc169430734][bookmark: _Toc169430735][bookmark: _Toc169430736][bookmark: _Toc169430737][bookmark: _Toc174432586]App. A. Trouble-shooting
[bookmark: _Toc169603245][bookmark: _Toc169603246][bookmark: _Toc169603247]
	Troubles
	Check-points

	Power does not get on.
	Please check the external SMPS status.


	Can’t see live display images.
	Please check camera cable connection.
Please check monitor cable connection.
Please check camera power status.


	Live images are too bright.

	Please check camera input status.
Please check camera’s brightness setting.


	DVR stops recording.


	Please check “overwrite” recording mode in the SETUP menu.

	The initial booting takes more than 20 seconds. 
	Please check if HDD jumper connection is “MASTER”.
Please check HDD information on INFO screen is “NO DETECT”.


	In booting, HDD: NO DETECT message is shown..
	Please check if the HDD is installed in the DVR.. 
Please check if HDD connection cable is done properly.
Please try another HDD.


	During DVR working, it reboots automatically.
	Under Search mode, please go in REC START/STOP SEARCH. Then please check if “REBOOT HDD ERROR” is at END TIME. 
The above message means the currently used HDD has bad sector, so you need to replace it with another HDD if it often happens.








[bookmark: _Toc169003508][bookmark: _Toc174432587]App. B. Product specification

	Models
	　
	4 channel standalone type DVR
	　

	Video
	Input
	4 composite (BNC)
	　

	　
	Output
	1 Composite (BNC), 1 VGA optional
	　

	Audio
	In / out
	1 in (RCA) / 1 out (RCA)
	　

	Live display
	Video signal
	NTSC - Real time display @ 704x480
PAL - Real time display @ 704x576
	　

	　
	Compression
	Motion JPEG
	　
	　

	Recording
	Resolution
	NTSC: 704x240(Half D1), 352x240(CIF)
PAL: 704x288(Half D1), 352x288(CIF)

	　
	Speed
	NTSC: 60fps@Half D1, 120fps@CIF
PAL: 50fps@Half D1, 100fps@CIF
	　

	　
	Mode
	Motion, Sensor, Manual, Schedule
	　

	　
	Image quality
	Very high, High, Normal, Low
	　

	Sensor in / alarm out
	4 in / 1 out
	　
	　

	System control
	IR Remote controller / Key buttons / Network 

	PTZ control
	　
	RS-485, pan / tilt
	　
	　

	Storage
	　
	1ea of internal HDD. Up to EIDE 750GB HDD

	Backup
	　
	USB thumb drive, HDD reading at PC, AVI convert

	Search
	　
	Time / Event list / Manual recording list

	Network
	　
	10/100Mbps ethernet, RJ-45, DDNS/DHCP, Dedicated software　

	Power supply
	　
	DC 12V/3.5A/external SMPS based on 1ea of HDD

	Dimensions & weight
	30 x 6(height) x 22cm, 4 kgs
	　

	Operating temperature
	5℃ ~ 40℃
	　
	　

	Operating humidity
	0% ~ 90%
	　
	　




This specification may be changed for better quality without prior notice. 
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